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05000DFI Motor Oil 5W-30 Premium Synthetic DFI

Document version: Mar 11, 2024

This premium synthetic engine oil is suitable for vehicles with or without exhaust gas
after-treatment systems. The specially selected additives achieve less friction and
excellent engine cleanliness, resulting in lower fuel consumption and therefore less

exhaust gas emissions.

Special developed to comply with the latest BMW specifications LL-04-2019.

ACEA C3

API SN

BMW LL-04

GM dexos 2

MB-Approval 229.51 / 229.52
VW 505.00 / 505.01

ART. NR. VOLUME

05020DF!I 20L
05060DFI 60 L
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ITEMS PER UNIT

1
1
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ITEMS PER PALLET

30
6



Standard analyses

TEST
Density

SAE

Kinematic Viscosity at 40°C
Kinematic Viscosity at 100°C
Viscosity Index

Flashpoint
Pourpoint

Total Base Number

Sulphated Ash

VALUE

0,850
5W-30
70.9
12,0
167

200
-45

7,8

0,78

kg/l

mm2/s
mm2/s

°C
°C
mgKOH/g

mass%

METHOD

ASTM
D4052

ASTM D445
ASTM D445
ASTM
D2270
ASTM D92
ASTM
D7346
ASTM
D2896
ASTM D874

These characteristics are typical of current production. Variations in these characteristics

may occur.
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